Observation light

| Date : 14.02.1998 Product line : server side client

ROLE
Provide one display and analysis tool for lightning data. This is a limited version of the complete Observation product,
allowing for only one local connection.

PRINCIPLE

The principles are the same as for the complete Observation product, but limited to one single IP client. This
client/server application allows one local user to access real time as well as archived lightning data from the CATS
server.

The user is equipped with a stand alone PC that connects to the CATS server through an internet link, the server
offers an IP service.

The standard Observation client software is supported.

FUNCTIONS
The main functions of the Observation client are available :
e Communication with the server over IP « Statistical display to show lightning density over a
grid

¢ Flash data can be archived for later replay
» Histogram of positive and negative flashes over

* Screen copy time, allows to forecast end of activity.
e Zoom to reduce the observed region and enrich the
display with smaller objects. * Flash characteristics (date, position, polarity, ...)
can be obtained on screen or send to a file or
« Coordinates of any point on screen, distance between any printer
two points

e Upto 10 areas of any shape (circle, line, polygon)
« Display of each individual flash

* Pre-alarm and alarm for each area; the trigger can
be a given number of flashes inside the area

PRE-REQUISITE
A CATS server composed of ATP and LDB

CONTENT

past time server and real time server
a client emulator running on the server
a flash simulator to test connections
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